
DOOR EDGE: 
15/16” SOLID WOOD RAIL 
[POPLAR]  
ALSO: OAK, WALNUT OR MAPLE 

TOP RAIL: 
2pc 3” HORIZONTAL 
LAMINATED STRAND LUMBER 
(LSL) OUTER CORE (GLUED)
(6” TOTAL)

SIDE RAIL: 
3.5” VERTICAL 
LAMINATED STRAND LUMBER 
(LSL) OUTER CORE (GLUED)

DOOR FACE: 
3mm [1/8”] MDF HARDBOARD

INNER CORE: 
1pc SOLID FIRE-RATED
PARTICLE BOARD OR 
MINERAL CORE 
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SIDE RAIL: 
3.5” VERTICAL 
LAMINATED STRAND LUMBER 
(LSL) OUTER CORE (GLUED)

DOOR EDGES: 
23.81mm   [15/16”] SOLID 
WOOD [WOOD SPECIES]  
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Manufacturers of Premium Canadian Doors, 
Partitions & Millwork 
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VENEER: 
1mm [0.4”] PREMIUM WOOD 
VENEER [WOOD SPECIES BASED 
ON REQUIREMENTS]

Timberline Fireguard Collection (Heavy Duty) 
Solid Wood Veneer Doors
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Adhesive: Type 1 PVA Cross-link adhesive (NAUF, No Added Urea 
Formaldehyde) for environmentally compliant bonding.

Particle Board Type: Type: Solid particleboard core, conforming to CSA 
Standard 0188 and AAMA/WDMA/CSA 101/I.S.2/A440-2022 standards.


